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About Invengo’s XC-RT739-B Tablets RFID Reader

Invengo’s XC-RT739-B Tablets RFID Reader adopts excellent architecture design and powerful reading and writing algorithm.
This device equips with Impinj E710 chip and has a strong multi-label reading ability, strong penetration ability, and a small
misreading area. It is suitable for various desktop platform inventory checking occasions and various self-service settlement
and cashier places.

@ Features

RAID

Invengo — the global RFID technology provider — is a leading e Fashionable appearance, light and thin.
developer and manufacturer of high quality, intelligent RAIN RFID e Multi-vibrator antenna, small misreading range.
and HF/NFC connectivity solutions and consumables (tags & e Wide range of application.

inlays) utilized in the Internet of Things. With a focus on RFID

innovation, Invengo has created a leading product line in retalil,

(industrial) laundry, library, (public) transportation, healthcare, mdUStry
and many other industries.

e Commercial Retailing e Supply Chain Management
Invengo Technology Pte. Ltd. (SG) is the International Headquarters  Asset Management e Warehouse Management
of Invengo Information Technology Co. Ltd, listed on Shenzhen * Textiles e Library Management

Stock Exchange (SZSE: 002161.SZ). Employing over 600 people e Logistics Management
globally, Invengo is one of the largest publicly traded, RFID / loT
oriented companies in the world.

THE GLOBAL LEADING RFID AND 10T SOLUTION PROVIDER - INVENGO.COM




Product Specifications

RFID Parameters

Agreement EPCglobal UHF Class 1 Gen 2 /ISO 18000-6C

Transmit Power 0~33dBm

FCC: 902.75MHz ~ 927.25MHz
EU: 865.7MHz ~ 867.5MHz
CN: 920.625MHz ~ 924.375MHz

Frequency Range

Reading Speed > 400 times/second
Effective Reading Distance 0 ~ 100 cm (depending on specific application scenarios and label specifications)
Note * Typical value: Read 20 pieces of clothing, 10dBm power, horizontal misreading boundary < 25cm

Antenna Type Near-field antenna

Physical Parameters

Dimension 390mmx*430mmx*20mm=1mm

Weight 3.0kg

Shell Material High-hardness aluminium profile outer frame, Tempered glass panel
External Port Type-C

Power Supply Mode DC5V 4A

Notice LED indicator light, buzzer

Environmental Parameters

-20°C ~ 50°C
-40°C~ 70°C
5%~95%RH(non-condensing)

Operating Temperature
Storage Temperature

Operating Humidity

Supporting content

Development environment Supports Windows and Android systems, provides SDK

APAC / EMEA Americas Sales

Global Library Solutions Global Handhelds Solutions
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